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  TOPSTAR: کاتالوگ رادیو
به دنبال انجام انواع پروژه هاي تامین انتقال سایتهاي  

 این شرکت در مرحله اي 
مخابراتی

فراتر اقدام به تولید و 
 با قابلیتها و ویژگیهاي بسیار بالایی 

ارائه سیستم رادیو
 .نموده است

 TOPStarو  TOPStar Lدر همین راستا دو سیستم رادیویی 
 . معرفی می گردد

  TOPSTAR :TOPStar: کاتالوگ رادیو
 Pointیک رادیوي دیجیتال ارزان  TOPStarسیستم مایکروویو 

to point  با سیستمFDD/PDH  است که جهت کاربردهاي
E1/T1 استفاده می شود. 

براي شبکه   50Mbpsو یا  E1/T1 24پشتیبانی ظرفیتهایی تا 
 Full-Duplexهاي اترنت 

  40GHzتا  UHFاز : کارایی در رنجهاي مخلف فرکانسی

 MHSBو  HSBدر  1+0و  1+1: انواع فرمتهاي محافظتی

  SDو فضایی   FDدایورسیته فرکانسی 

و  East/Westیا   0+2: داراي قابلیت تنظیم شدن براي رپیتر 
ring operation  

قابلیت اتصال مستقیم به آنتن و یا اتصال از طریق   ODUقسمت 
waveguide را دارا می باشد. 
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 :کاربردها و مزایا

◇ Wide range of frequency bands 

◇ 4, 6, 8, 12, 16 or 24 E1/T1 with built-in 
Ethernet interface 

◇ Adjustable capacity by software ,Adjustable 
E1 number and Ethernet throughput by 

software  

◇ Support Ring ,1+0, 1+1, 2+0, East/West 
applications (with ADM capability) 

◇ Cross connect function in ring or repeater 
applications 

◇ E3 or V.35 Option  

◇ Low latency Ethernet up to 50Mbps  

◇ Protection capability field upgradeable by 
plug-in assembly 

◇ Capacity and PDH/Ethernet field 
upgradeable by software 

◇ RF, Analog, Digital loopback capability  

◇ Built-in BER monitor  

◇ Built-in Forward Error Correction function.  
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◇ Built-in Automatic Transmission Power 
Control function 

◇ Delay setting for hitless (errorless) switching  

◇ Wide DC power input range and low power 
consumption 

◇ SNMP network management protocol  

◇ Up to 300 meters separation between IDU 
and ODU 

◇ Small and attractive profile  

◇ Wide operating temperature range  
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TOPStar L : 

Q!\+N^) ? +<;!F 1  2$a3 b!cO() * +d >9 H!; ?+G2V !; &!'#() 

  5$9)>Point to point  

e!df ^) >19 /)> &!'#() ?"T :  !"N#I+%g?+G2V23 ?(2#\$)

SDH 1PDH  

:P8A  !"$D\; h+@2- 1 !"I+G2#\$) R) BO+%1 X+  ̂R) B(!8+#W3: 

– PDH    : E1 i2  BE)32 × E1  

– Ethernet  : Gigabit g1×100 baseT   BE)

2×100 baseT  

– STM-1 :1×STM-1 

!. /9)9 j2( 1 BI (!@2G 2Y( R)  D \; k!+',  ?+<;!F  )>)9 

 !.92;>!@ R) S$2.  )2; /9!U#%) l;!F : 1 5$D$1g!#$9gL+I+;g:P8A

e5m  

  =>$# ? -*"!)indoor unit.( 

 !- 9R!% B, >9!F )> 2;>!@ 1 !"#+G2V R) BO+%1 n(> *+; R) D()5#;

 )> *$2#"; g X<#C, BT12o  !"()5- 1  !"I(!@2G 1 !"(5+%H1D,

 * +,!- 1 : P8A  !.9>)D(!#%) !; L#I+% Q92@ R!IN.  )2;

D$!N( p!C#() :P8A  R!% :\+";  !.R!+(. 
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B#YG!Z,  !"N#I+% B(!8+#W3 :1+1 10+1 :' <=  05E535- 1 

Q95; >H10!, 

@  )>)9 !"+$`>!: 

 QAM&P )operation,administration,maintanace 

& provisioning) 

/9!%  R)D() /)> 

'@)!;2 /  '@-AB!/: 

  16/32/63 × E1s, Gigabit, 1 or 2 ×100Base-T, 
Ethernet, 1 × STM-1 and 2 × STM-1 with built-in 

Ethernet interface 

  Gigabit Ethernet supporting VLAN and 
priority rank function  

  Bandwidth capacity and modulation 
controlled by software  

  Support 1+0, 1+1, 2+0, west/east 
applications (with ADM capability)  

  Ring application with cross connect function  

  Field upgradeable by Plug-In assembly  
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  RF, IF, Digital loopback capability  

  Built-in BER monitor  

  Built-in Forward Error Correction function.  

  FEC- Trellis coded modulation concatenated 
with Reed-Solomon coding  

  Built-in Automatic Transmission Power 
Control function.  

  Delay setting for hitless (errorless) switching  

  Wide DC power input range and low power 
consumption  

  SNMP network management protocol  

  Up to 300 meters separation between IDU 
and ODU  

  Small attractive profile  

  Wide operating temperature range  

  


